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0157 Light Grey
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0107 Lemon 0143 Shocking Pink 0127 Versaille
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0111 Orange Red 0140 Lime Green 0128 Medblue 0159 Burly Wood

0129 Electric 0105 Mink 0132 Grey

0112 Dago Orange
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0116 Flame 0156 Midnight Blue 0160 Dark Khaki 0134 Cashmere

0117 Sangria 0153 Leaf 0120 Blueberry 0133 Granada 0135 Pebble

0150 Brick 0139 Fern 0125 Indigo 0168 Rust 0158 Planet

0119 Black 0138 Peacock 0145 Violet 0146 Dark Purple 0176 Carbon
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Composition 100% Polyester

Weight 347 grammes per square metres, 590 grammes per running metres
Width 170 cms / 67 inches (+/- 1%)

Finishing Water Repellent

Abrasion Resistance

In excess of 100,000 cycles (800 g/ 12 kpa) Martindale (BS EN ISO 12947-2:1999)

Tensile Strength

Warp: 396 Ibs, Weft: 400 Ibs (ASTM D5034-1995)

Seam Slippage

Warp: 61.3 (STB), Weft: 66.6 (STB) (ASTM D434-1995 ; INSTRON CRE)

Colour Fastness to Crocking

Dry 4-5/Wet 4-5 (BS EN ISO 105-X12:1995 ; AATCC 8-2001)

Colour Fastness to Light

4-5 (AATCC 16-2003 ; Xenon-Arc Lamp, 40 hours exposure)

Environmentally Friendly

Passed

Antistatic / Antibacterial

Optional

Flammability

BS 5852:1990 — Source 5 / Wooden Crib 5 (Optional)
BS EN 1021-1:1994 — Cigarette Passed

BS EN 1021-2:1994 — Match Passed

BS 7176:1995 — Low Hazard

BS 476 Part 7 : Class 1

US CPSC 16 CFR Part 1610, CS 191-53 : Class 1
California Technical Bulletin No.117, Section E : Class 1

Flammability performance is dependent on the combination of materials used.

Cleansing

For water based stains, use a water - based cleansing agent.

For oil based stains, use a solvent cleanser.

Colour Matching

All colours are matched by sphere spectrophotometer to ensure continuity within
commercial tolerances. Batch to batch variation in shade may vary slightly between

dye lots. Sample cuttings from the current stock shades can be obtained upon request.
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