
2020 Practika Co., Ltd.

2501  Wheat

TEXTURE 6

2504  Light Grey

2503  Pebble 2505  Black

2502  Dark Khaki

2301  Beige

TEXTURE 4

2302  Grey

2303  Planet 2305  Moss

2304  Cornflower

2401  North Star

TEXTURE 5

2402  Mink 2403  Mustard 2404  Cashmere

SEATING & PANEL FABRIC



Composition 100% Polyester

SPECIFICATION

Weight 350 grammes per square metres   

Width 137 cms / 54 inches (+/- 1%)

Flammability US CPSC 16 CFR Part 1610 - March 25, 2008 Edition  :  Class 1

2020 Practika Co., Ltd.

Abrasion Resistance In excess of 92,000 Rubs (12 kpa) Martindale  (BS EN ISO 12947-2:1999)

Water Repellent Passed

TEXTURE 4

Tensile Strength Warp: 2,400 N, Weft: 1,400 N  (BS EN ISO 13934-2:2014)

Colour Fastness to Light Better than 4  (BS EN ISO 105-B02:2014)

Composition 100% Polyester

SPECIFICATION

Weight 332.9 grammes per square metres   

Width 147 cms / 58 inches (+/- 1%)

Flammability US CPSC 16 CFR Part 1610 - March 25, 2008 Edition  :  Class 1

Water Repellent Passed

TEXTURE 5

Composition 100% Polyester

SPECIFICATION

Weight 400 grammes per square metres   

Width 152 cms / 60 inches (+/- 1%)

Flammability US CPSC 16 CFR Part 1610 - March 25, 2008 Edition  :  Class 1

Abrasion Resistance In excess of 190,000 Rubs (12 kpa) Martindale  (BS EN ISO 12947-2:1999) 

Water Repellent Passed

TEXTURE 6

Tensile Strength Warp: 2,800 N, Weft: 2,800 N  (BS EN ISO 13934-2:2014)

Colour Fastness to Light 4  (BS EN ISO 105-B02:2014)

SEATING & PANEL FABRIC


